VARDHMAN  BEARINGS 

BALL TRANSFER UNIT 

LIGHT DUTY 

Light duty range / GENERAL

	Light duty pressed steel ball transfer units are available in many different configurations and offer load ratings of 20 kg {44 lbs} to 120 kg {264 lbs}. Ideal where economy is essential. 



	

	Choose from the following mounting types: 
Clip Fixing Range
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Saturn Type Range
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Cased Spring Loaded
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Plain Fitting Range
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Stud Mounted Range
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Flange Mounted 
2 hole fixing Range
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Flange Mounted 4 hole
fixing Range
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CLIP FIXING RANGE 
	LC15 - LC30 / Light duty range / GENERAL
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	All measurements are in mm unless specified otherwise. 


	 
	With Clip 
	Without Clip 

	Part
number 
	Load
Capacity
	ball ø
	A
	B
	C
	D
	E
	F

	LC15
	50kg
	15.9mm
	31.0
	21.0
	9.8
	25.0
	24.0
	9.5

	LC22
	120kg
	22.2mm
	45.0
	29.5
	10.1
	37.3
	36.0
	9.8

	LC30
	200kg
	30.2mm
	55.0
	37.8
	14.1
	46.4
	45.0
	13.8



Convenient clip fitting range for low profile light duty applications. Manufactured
from carbon steel with single drain hole and felt seal on all except LC15. Can be
supplied without (removable) clip as an alternative to the dimensionally similar
‘Metric’ Push Fit range. To order without clip please add suffix ‘Z’ (e.g. LC22-Z).

We can also accommodate any dimensions or material requirements not mentioned above. 
SATURN TYPE RANGE

	LD 15 - 32 / Light duty range / GENERAL
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	All measurements are in mm unless specified otherwise. 


	Part 
number 
	Load Capacity 
	Ball ø
	A
	B
	C
	D
	E
	F

	LD15
	20 kg 
	15mm
	35.6
	19.1
	9.5
	25.4
	-
	-

	LD25
	55 kg 
	25mm
	47.1
	29.8
	12.7
	38.1
	-
	-

	LD32
	125 kg 
	32 mm 
	74.0
	36.0
	16.3
	46.0
	58.7
	2x5.5*


*3 hole fitting available (part number LD32/3) 

We can also accommodate any dimensions or material requirements not mentioned above. 
CASED SPRING LOADED

	LM25 & LM25F / Light duty range / GENERAL
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	All measurements are in mm unless specified otherwise. 


	Part 
number 
	Load Capacity 
	Ball ø
	A
	B
	C
	D
	E

	LM25
	30kg
	25.4mm
	43.1
	50.0
	36.5
	11.1
	15.9

	LM25F
	30kg
	25.4mm
	69.0 PCD
	51.9
	12.7
	1.6
	80.2



Versatile spring loaded unit which is pre-loaded to support 30kgs.
A further 6.4mm of deflection is available. Integral moulded Nylon seal and zinc
plated housing for corrosion resistance. Available in 2 forms, with or without
additional fixing flange. Load at maximum deflection 55kgs.
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We can also accommodate any dimensions or material requirements not mentioned above. 
PLAIN FITTING  RANG 
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	All measurements are in mm unless specified otherwise. 


	Part 
number 
	Load Capacity 
	Ball ø
	A
	B
	C
	D

	LP25
	55 kg 
	25.4mm
	31.0
	34.9
	8.0
	27.3



We can also accommodate any dimensions or material requirements not mentioned above. 
STUD MOUNTED RANGE

	LS 25 / Light duty range / GENERAL
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	All measurements are in mm unless specified otherwise. 


	Part 
number 
	Load 
Capacity 
	Ball ø
	A
	B
	C
	D
	E
	F
	G

	LS25/UNC
	55 kg 
	25.4mm
	31
	53.5
	34.4
	19.1
	8
	27.3
	5/16" UNC thread

	LS25/M8
	55 kg 
	25.4mm
	31
	53.5
	34.4
	19.1
	8
	27.3
	M8 thread



Stud mounting available in imperial or metric thread for ball 'up' mounting only.
Integral nylon moulded wiper seal. Load rating 55kg. Available in carbon steel only.

We can also accommodate any dimensions or material requirements not mentioned above. 
FLANGED  MOUNTED 2 HOLE FIXING RANGE
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	All measurements are in mm unless specified otherwise. 


	Part 
number 
	Load Capacity 
	Ball ø
	A
	B
	C
	D
	E
	F

	LF25
	55 kg 
	25.4mm
	30.2
	42.0
	22.2
	69.9
	55.6
	2x5.6 dia 



Pressed steel construction with flanged elliptical 2-hole base for ease of mounting. Load rating 55kgs (ball ‘up’ only) available in either carbon steel or all stainless steel construction (Part Number LF25-SS). 

	Part No.
	Ball & Support Cup Material
	Housing Material

	LF25
	Carbon Steel
	Zinc Plate Steel

	LF25-SS
	Stainless Steel
	Stainless Steel




We can also accommodate any dimensions or material requirements not mentioned above. 
FLANGE MOUNTED 4 HOLES FIXING RANGE 

	LF 38 / Light duty range / GENERAL
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	All measurements are in mm unless specified otherwise. 


	Part 
number 
	Load Capacity 
	Ball ø
	A
	B
	C
	DxD
	ExE
	F

	LF38
	115 kg 
	38.1mm
	46.0
	66.7
	36.2
	76.2
	62.7
	4x7.1



4-hole square mounting flange for ball ‘up’ mounting only. 115 kg load capacity
with moulded nylon wiper seal to reduce dirt ingress. Available in either all carbon
steel construction or all stainless steel construction (Part Number LF38-SS).

	Part No.
	Ball & Support Cup Material
	Housing Material

	LF38
	Carbon Steel
	Zinc Plate Steel

	LF38-SS
	Stainless Steel
	Stainless Steel


We can also accommodate any dimensions or material requirements not mentioned above. 
